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Code Review and Inspections Division
BOILER SECTION
P.O. Box 12157 Austin, Texas 78711 (512)463-2904 {800}722- 7843 fax {512)463-1 376
Email Address: boilers@license.state.tx.us Internet Address: www.license.state.tx.us

October 21, 1999
" Mr. Ross A. Stubber
" Hugh M. Cunningham Co.
13755 Benchmark :
Dallas, Texas 75234-9012
Su_'bj: A. O. Smith Water Products Company, Model GW Series
Re:  Your Fax of October 15, 1999 and October 21, 1999

Dear Mr. Stubber: ; \

Based on a review of all submitted documentatnon on the A. O. Smith, Model GW
Series boilers, the following applies:

Assuming the boilers are stacked on A. O. Smith furnished stands or manufactured
stands meeting A. O. Smith specifications, the four (4) foot clearance mandated by
Rule 65.70(f)(2) does not apply between the bottom and top boilers. All other
clearances mandated by Rule 65.70(f}(1) and (2) do apply.

| trust this provides sufficient guidance, however, if additional information is requiréd,
" please advise.

Sincerely,

‘cc:  Walter M. Williams, Inspection Specialist, TDLR
George S. Solomon, inspection Specialist, TDLR





[image: image2.png]SPACE SAVING GENESIS STACK-RACK - -

Install two Genesis boiléré in the footprint:of one! Up to 1.5 Million BTU's!
" . hstall four Genesis boilers in the footprint of twol Up to 3 million BTU's!
Saves valuable floor spacel! »
Get the fire bower' you neé_d in those tight hard to fit boiler rooms! . e

. Sturdy - The Stack-Rack is made of heavy ahgle_' and tubular steel.
stable platform for the top mounted boiler. The upper bojler is mounted

bolt the upper boiler into position. The eritire rack can be bolted to t
stabijlity. : :

Itis designed to be a sturdy and
using heavy clamps that lock and
he boiler room floor for maximum

Factory Paint -

The Stack-Rack is factory péinted with thé'éame' durable baked enamel finish as the
“=nesis Boiler,

and will remain rust free for years, even in those harsh boiler room atmospheres.

L casy Assembly - The Stack-Rack is shipped as a kit for field assembly and bincludes‘step-by—step

instructions. Each part is clearly labeled, pre-cut, and pre-drilled for fast easy assembly.

March 1998 AN12 12





